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4 Watt E14 EcoLED Short Candle 

 

 
� Light source: 1 x 4 Watt SHARP  

� Long LED life: More than 50,000 hours 

� E14 Short Candle Lamp  

� Low heat, less than 55°C for 4 Watt  

� No UV or IR light radiation 

� Instant “ON” to 100% brightness 

� No Mercury or other chemical waste 

� Highest optical efficiency: 56 Lm/Watt 

� Homogeneous flood illumination 

� Machined Aluminium heat fins with 

excellent thermal efficiencies 

� The 4 Watt EcoLED bulb is available in 

the following white color temperatures:  

 2850K – 3000K (Warm White) 

 6000K – 7000K (Cool White)  

� 4 Watt LED bulb can achieve light 

output equal to 30 Watt Incandescent 

Lamp 

� Safety Standard: , RoHS and KEMA  
� 110 or 220V AC 

 

 

Typical Applications 
� Energy Saving Programs 

� Household Applications 

� Sustainable Energy 

� Replace Standard Candle lamps 

� General Lighting 

� Chandelier Lighting  

� Churches 
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PRODUCT SPECIFICATIONS 
LIGHT SOURCE   1 x 4 Watt SHARP Power LED 

OPTICS    Glass cover 

BULB TYPE   short candle lamp 

BEAM ANGLE   120° (Flood) 

RENDERING INDEX (Ra)  >80 (warm white) 

    >70 (cool white) 

TOTAL LENGTH   See product dimensions below 

WEIGHT   60 ± 2 g 

HEATSINK   Machined pure aluminum with anodised finish 

BASE TYPE   E14  

DIMMABILITY   Not Dimmable 

 

ENVIRONMENTAL SPECIFICATIONS 
TEMPERATURE RANGE  Ambient: -20°C to 40°C; Surface of Lamp: 60°C to 70°C 

HUMIDITY RANGE  0 to 95% non-condensing humidity 

 

ELECTRICAL SPECIFICATIONS 
VOLTAGE REQUIREMENT 110 / 220V AC 

POWER CONSUMPTION  ≤ 4W 

POWER FACTOR  ≥ 0.5 

 

 

PRODUCT DIMENSIONS (mm) 

 
Fig 1. E14 Base 

 
 
 
 
 
 




